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The gold-line cantilever gate is the only ‘off the shelf’ cantilever gate in the asia pacific region. Available 
for openings from 4.0 metres up to 8.0 metres. The gold-line cantilever gate uses the unique eagle 
cantilever system. The gold-line cantilever system is a robust, reliable and standard set up that has been 
perfected over the 38-year history of ADG. The system uses standardised cad engineering drawings and 
footing drawings for precise manufacture and installation every time.
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•  Internally drilled holes

• Structural support plates & gussets

• Engineered anti-sag plates for precise levelling

• Electric wire/ fence compatible

•  Hot Dipped Galavanised Steel

• 125 x 75 RHS Bottom Rail

• 74 x 40 RHS Frame

• 25.4 OD Tubes

A cantilever gate is supported from trolleys that run along the inside of the gates bottom channel 
structure (see Fig. 1). This is where it gets its name “cantilever” from – which means “hangs over” the gate 
opening. These gates need to manufactured 1/3 bigger than the gate opening in order to provide a 
counterbalance where the gate is supported. 

They are suspended across the gate from the counterbalance. Because 
of this, cantilever gates provide no ground obstruction, making it a 
preferred choice for heavy-duty and industrial gate applications.
Generally, no part of a cantilever gate comes in contact with the 
ground directly, or indirectly with any type of wheels. This gate instead 
“cantilevers” to close the opening. 

EAG-266 Cantilever Trolley. Top Guide Roller to prevent 
sideways movement.

Stainless steel shaffs and circlips 
for easy maintence.

Dual jacking bolts, slotted 
holes for precise level an 

adjustments.

HOWS IT WORKS

PRODUCT DETAILS

Fig.1



TECHNICAL SPECIFICATIONS

AVALIABLE NOW IN STOCK SIZES!

CODE L O H G

GL6M 6.0m 4.0m 2250mm ≤100mm

GL75M 7.5M 5.0M 2250mm ≤100mm

GL9M 9.0M 6.0M 2250mm ≤100mm

GL105M 10.5M 7.0M 2250mm ≤100mm

GL12M 12.0M 8.0M 2250mm ≤100mm

CODE DESCRIPTION GATE SIZE OPENING SIZE

GL6M Gold-line  6.0m Cantilever gate 6.0m 4.0m

GL75M Gold-line 7.5m Cantilever gate 7.5m 5.0m

GL9M Gold-line  9.0m Cantilever gate 9.0m 6.0m

GL105M Gold-line 10.5m Cantilever gate 10.5m 7.0m

GL12M Gold-line  12.0m Cantilever gate 12.0m 8.0m

DIMENSIONS
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